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Type No. 
 

 Barotransmitter  5002.0000 

 Prec ision  version  with c eramic  sens ing element. Capacit ive measurement . Analog out-
put. 4-line connect ion. Fast response. Excellen t repeatabilit y and long  term s tabil ity. In-
stall ation independ ent f rom sen sor positi on. Compact d imens ions,  low weigh t and low 
power consumption. 
 

 

 Measuring range: 800...1060 hPa; other ranges upon request  
 
Accuracy: ± 0.2 hPa at ambient temperature 20 ± 5°C 
 
Long-term stability: ± 0.1 hPa / year 
 
Operat ing temperature: -40...+60°C 
 
Supply: 10...30 V DC, < 4 mA 
 
Output: 0...5 V DC, Ra ³ 10 kW 
 
Hose c onnect ion: Æ 5 mm 
 
Dimensions: approx. 100 x 60 x 22 mm 
 
Weight:  approx. 130 g 

 

 

 
 
 
 
 
 Barotransmitter  

 Vers ion with piezor esiti ve sens ing element, analog output.  Compac t desi gn, low weight  
and low power consumption.  Opti onal versi ons with amplif ier (volt age – respectivel y volt-
age – and current output). 
 

 

Measuring range: 900...1050 hPa; other ranges upon request  
 
Accuracy: ± 1 hPa at  ambient  temperature 20 ± 10°C 
 
Operat ing temperature: -25...+70°C 
 
Supply: 8...16 V DC, approx. 10 mA ( Version 5004.0000) 
 11...28 V DC, approx. 46 mA (Versions 5004.1000 and 
 .2000) 
Output: 0.3...4.9 V DC (Version 5004.0000) 
 0...5 V at >10 kW (Version 5004.1000) 
 0...5 V at >10 kW and 
 4...20 mA at 0...500 W (Version 5004.2000) 
 
Dimensions: 70 x 50 x 35 mm, weight approx. 75 g 
 (Version 5004.0000) 
 115 x 63 x 40 mm, weight approx. 190 g  
 (Versions 5004.1000 and .2000) 
 
  

  

 Barotr ansmi tter w ith p iezoresi stive s ensing element  

 Barotr ansmi tter w ith p iezores isti ve sens ing element, 
 with amplifier 0...5 V output 

 Barotr ansmi tter w ith p iezores isti ve sens ing element, 
 with amplifier 0...5 V and 4...20 mA output 

5004.0000 
 

5004.1000 
 

5004.2000 

 
 
 
 
 
 Barotransmitter with Digital Display  

 for i ndicating  the abs olute ai r pres sure, desi gn with piezor esis tive sensing  element,  op-
tional  with vol tage or c urren t output for elec tric al transmis sion of  the absolu te air pres-
sure, suitable for control panel ins tallat ion. 
 

 

 Display: LED 4 ½ digit., height of charact. 13.2 mm (LCD upon request) 

Meas. r ange: 900...1050 hPa 

Accuracy: ± 1hPa at 20°C 

Operat ing temperature: 0...50°C 

Power supply: 13...28 V DC; 24 V AC ± 10 % 

Dimensions: 144 x 144 x 64 mm 

Weight:  approx. 0.2 kg 

 

  Barotransmitter with digital display, output 0...5 V 

 Barotransmitter with digital display, output 4...20 mA 

5005.1000 

5005.2000 
 


